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WALLS FLOORS CEILINGS
SD W.P4 F.Con1 C.EX
TIMBER SERVICE DUCT/ PROPRIETARY CUBICLE INSITU CONCRETE FLOOR EXISITNG CEILING. CLEANED,
BULKHEAD AS DETAILED. PARTITION. SLAB/PAVEMENT MADE GOOD AND PAINTED.

FINISH : PAINTED

W.P1

9mm FLUSHABLE
PLASTERBOARD TO EITHER
SIDE OF 90mm TIMBER
STUDWORK. ALL FIXINGS
FLUSHED OFF. INSULATION TO
CAVITY ACOUSTIC INSULATION:
75MM THICK, 11KG/M2
MINERAL FIBRE BATTS

W.P2

9MM FLUSHABLE FIBRE
CEMENT SHEETING TO EITHER
SIDE OF 90mm STUDWORK. ALL
GALVANISED FIXINGS FLUSHED
OFF. INSULATION TO CAVITY
ACOUSTIC INSULATION: 75MM
THICK, 11KG/M2 MINERAL FIBRE
BATTS

W.P3

AS WALL TYPE W.P2 PLUS
LAMINATED PANELS
CONCEALED FIXED ON TOP OF
PARTITION AS DETAILED. NOTE
ONE FACE TO

HAVE SPECIAL GRAPHICS
PRINTED

PRODUCT : LAMINEX "FUSION"
PRODUCT SYSTEM.

PRODUCT : LAMINEX
"LATITUDE CUBICLE SYSTEM".
IN 13mm COMPACT LAMINATE.
LAMINATE COLOUR : LAMINEX
"FOSSIL", NATURAL FINISH.

W.T1

WALL TILES. FULL GLOSS
CERAMIC WALL TILE. JOHSNON
200mmX100mm COLOUR :
WHITE . GROUT COLOUR TO
MATCH TILE COLOUR.

W.ST

WALL SKIRTING TILE. SAME AS
FLOOR TILE ET1.

FINAL FINISH : WASHED BACK

FHW

HARDWOOD DOOR
THRESHOLD. SIZE AND
THICKNESS TO SUIT
EXISTING FLOOR BOARD
THICKNESS AND DOOR
OPENING.CHECK ON SITE
FINISH : CLEAR

F.PC1

PRECAST CONCRETE HONED
TILE 40mm THICK. SIZETO
SUIT AS DETAILS . MORTAR TO
MATCH COLOUR OF TILE.

FT1

FULLY VITRIFIED FLOOR TILE.
300 X 300mm. PRODUCT :
BEAUMONT TILE "PARKSTONE
CHARCOAL TEXTURED" 1007516
GROUT COLOUR TO MATCH
TILE COLOUR

C.PB1

9mm FLUSHABLE
PLASTERBOARD MOUNTED
ONTO EXISITNG CEILING
SRUCTURE. FINISH : PAINTED

C.TS1

NEW 12mm x 94mm PRE-
PRIMED LOSP TREATED PINE
TIMBER MATCHBOARD PLANKS,
FIXED WITH CONCEALED SIDE
FIXINGS TO EXISITNG TIMBER
PURLINS. MAY REQUIRE EXTRA
TRIMMERS. INSULATION:

R2.5 CEILING ON WIRE/
STRING SUPPORTS PRIOR TO
MATCHBOARDING INSTALLED.
REFER TO DETAILS FOR FIXING
AND LAYOUT. FINISH : PAINTED

o o P
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RETAIN EXISTING /
DOOR & FRAME

\ |
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RE-OPEN ORIGINAL

DOORWAY

LADIES WAITING ROOM

REMOVE GATE
MAKE GOOD

X

FORM NEW DOOR
OPENING KEY IN

STONE REVEALS TO
CLOSE CAVITY

REMOVE EXISTING
CONCRETE FOR NEW
LANDING AT DOORWAY
CIRCULATION SPACE

M
H
|1
I
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REMOVE BATHROOM
FITOUT INCLUDING
CONCRETE PARTITIONS,
FLOOR & ALL SERVICES.
ALL BLOCKED WINDOWS TO
HAVE LININGS REMOVED.
RETAIN ORIGINAL CEILING
INCLUDING ALL DOOR
THRESHOLDS.
NOTE: FLOOR TO BE ALSO
_ REMOVED UNDER ALL
THRESHOLDS WITHIN THE
NEW WORKS

REMOVE WALL LEAF TO
CO-ORDINATE WITH
RECESSED HANDBASIN

| LOCATION. REFER TO
INTERNAL ELEVATION DWG
FOR FULL CONTEXT

NEW LINTEL TO
STRUCTURAL DETAILS

N
MAKE GOOD TO SURFACES
WHERE EXTERNAL
_SERVICES REMOVED
REFER TO SERVICES DWG

REMOVE BATHROOM
—FITOUT INCLUDING

CONCRETE PARTITIONS &

FLOOR & ALL SERVICES

NOTE: FLOOR TO BE ALSO
REMOVED UNDER ALL
THRESHOLDS WITHIN THE
NEW WORKS

GENERAL NOTES:

CO-ORDINATE DEMOLITION AND STRUCTURAL
DRAWINGS, WITH SERVICES
ENGINEERS SCOPE OF DEMOLITION WORKS

WHERE EXISTING FLOORS TO BE REMOVED,
EXISTING WALLS MAY REQUIRE TO BE
TEMPORARY PROPPED UP FOR NEW WOKRS
TO COMMENCE AND REMOVED ONECE

NEW FLOORS ARE INSTALLED & COMPLETED.

ALL SURFACES EFFECTED BY DEMOLITION
WORKS TO BE MADE GOOD & SAFE

ALL DEMOLITION DEBRIS & MATERIALS TO
BE REMOVED FROM SITE

SITE TO BE LEFT CLEAN & SAFE READY FOR
NEW WORKS. NEW OPENINGS TO EXTERNAL
FACADE TO BE TEMPORARY GATED OR
FENCED UNTIL NEW DOOR INSTALLED.

CO-ORDINATE ALL DEMOLITION WORKS WITH
NEW PROPOSED WORKS

CONTRACTOR TO BE AWARE OF HERITAGE
NATURE OF EXISTING BUILDINGS DURING
BUILDING WORKS. IF ANY DISCREPANCIES
ARE DISCOVERED ON SITE THAT DIFFER
FROM SCOPE OF WORK AS DOCUMENTED,
CONTRACTOR TO NOTIFY ARCHITECT
IMMEDIATELY FOR ADVICE PRIOR TO ANY
WORKS COMMENCING.
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VIEWING PANEL

SPECIAL GRAPHICS
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TO FOYER SIDE
INCLUDING DOOR

18mm MDF/MR LAMINATED
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e i v
| - 1 |
2 m | F { | < g/ 1
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COLOUR ABS TO ALL 7I
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CONCEALED FIXINGS MASONRY WALL
TO STUD WALL
PLAIN LAMINATE
COLOUR TO
CUBICLE SIDE
PD4 Plan Detail 4 1:10
FIXED CLEAR w
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GAP 4 ToI QUOIN
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RETURN PLINTH
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I 17
30 30,4
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| _NOM | :
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cuT
PLINTH
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e
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R
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