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    WD 216 Balustrade Detail

FLOORS

F.Con1  
INSITU CONCRETE FLOOR
SLAB/PAVEMENT
FINAL FINISH : WASHED BACK

F.HW  
HARDWOOD DOOR 
THRESHOLD. SIZE AND 
THICKNESS TO SUIT
EXISTING FLOOR BOARD
THICKNESS AND DOOR 
OPENING.CHECK ON SITE
FINISH : CLEAR

F.PC1  
PRECAST CONCRETE HONED 
TILE 40mm THICK. SIZE TO 
SUIT AS DETAILS . MORTAR TO 
MATCH COLOUR OF TILE.

F.T1  
FULLY VITRIFIED FLOOR TILE.
300 X 300mm. PRODUCT : 
BEAUMONT TILE "PARKSTONE 
CHARCOAL TEXTURED" 1007516
GROUT COLOUR TO MATCH 
TILE COLOUR

WALLS

SD  
TIMBER SERVICE DUCT/
BULKHEAD AS DETAILED. 
FINISH : PAINTED

W.P1 

9mm FLUSHABLE 
PLASTERBOARD TO EITHER 
SIDE OF 90mm TIMBER 
STUDWORK. ALL FIXINGS 
FLUSHED OFF. INSULATION TO 
CAVITY ACOUSTIC INSULATION: 
75MM THICK, 11KG/M2 
MINERAL FIBRE BATTS

W.P2 

9MM FLUSHABLE FIBRE 
CEMENT SHEETING TO EITHER 
SIDE OF 90mm STUDWORK. ALL
GALVANISED FIXINGS FLUSHED 
OFF. INSULATION TO CAVITY
ACOUSTIC INSULATION: 75MM
THICK, 11KG/M2 MINERAL FIBRE
BATTS

W.P3  
AS WALL TYPE W.P2 PLUS 
LAMINATED PANELS 
CONCEALED FIXED ON TOP OF 
PARTITION AS DETAILED. NOTE 
ONE FACE TO
HAVE SPECIAL GRAPHICS 
PRINTED
PRODUCT : LAMINEX "FUSION"
PRODUCT SYSTEM.

W.P4  
PROPRIETARY CUBICLE 
PARTITION.  
PRODUCT : LAMINEX 
"LATITUDE CUBICLE SYSTEM". 
IN 13mm COMPACT LAMINATE.
LAMINATE COLOUR : LAMINEX
"FOSSIL", NATURAL FINISH.

W.T1  
WALL TILES. FULL GLOSS 
CERAMIC WALL TILE. JOHSNON
200mmX100mm COLOUR : 
WHITE . GROUT COLOUR TO 
MATCH TILE COLOUR.
 

W.ST  
WALL SKIRTING TILE. SAME AS
FLOOR TILE F.T1.

CEILINGS

C.EX  
EXISITNG CEILING. CLEANED,
MADE GOOD AND PAINTED.

C.PB1  
9mm FLUSHABLE 
PLASTERBOARD MOUNTED 
ONTO EXISITNG CEILING 
SRUCTURE. FINISH : PAINTED

C.TS1  
NEW 12mm x 94mm PRE-
PRIMED LOSP TREATED PINE 
TIMBER MATCHBOARD PLANKS, 
FIXED WITH CONCEALED SIDE 
FIXINGS TO EXISITNG TIMBER 
PURLINS. MAY REQUIRE EXTRA 
TRIMMERS. INSULATION: 
R2.5 CEILING ON WIRE/
STRING SUPPORTS PRIOR TO 
MATCHBOARDING INSTALLED.
REFER TO DETAILS FOR FIXING 
AND LAYOUT. FINISH : PAINTED

Mt Gambier Railway Station - Toilet Renovation
Railway Terrace, Mount Gambier SA 5290
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Site Plan

Railway Terrace, Mount Gambier

DP

DP DP
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Office
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Waiting
Room

Ladies
Waiting
Room

Mens
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Womens
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Accessible
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Grated
Pit

Storm
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Kerb

Existing Street Pavement
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Lock
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Through

Site access
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Demolition Plan

Railway Terrace, Mount Gambier
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0
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0

80
0

1,
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0

RE-OPEN ORIGINAL
DOORWAY

REMOVE GATE &
MAKE GOOD

REMOVE BATHROOM
FITOUT INCLUDING
CONCRETE PARTITIONS,
FLOOR & ALL SERVICES.
ALL BLOCKED WINDOWS TO
HAVE LININGS REMOVED.
RETAIN ORIGINAL CEILING
INCLUDING ALL DOOR
THRESHOLDS.
NOTE: FLOOR TO BE ALSO
REMOVED UNDER ALL
THRESHOLDS WITHIN THE
NEW WORKS

REMOVE BATHROOM
FITOUT INCLUDING
CONCRETE PARTITIONS &
FLOOR & ALL SERVICES
NOTE: FLOOR TO BE ALSO
REMOVED UNDER ALL
THRESHOLDS WITHIN THE
NEW WORKS

RETAIN EXISTING
DOOR & FRAME

LADIES WAITING ROOM

GENERAL NOTES:

-  CO-ORDINATE DEMOLITION AND STRUCTURAL
  DRAWINGS, WITH SERVICES
  ENGINEERS SCOPE OF DEMOLITION WORKS

-  WHERE EXISTING FLOORS TO BE REMOVED,
 EXISTING WALLS MAY REQUIRE TO BE
 TEMPORARY PROPPED UP FOR NEW WOKRS
 TO COMMENCE AND REMOVED ONECE
 NEW FLOORS ARE INSTALLED & COMPLETED.

- ALL SURFACES EFFECTED BY DEMOLITION
 WORKS TO BE MADE GOOD & SAFE

-  ALL DEMOLITION DEBRIS & MATERIALS TO
 BE REMOVED FROM SITE

- SITE TO BE LEFT CLEAN & SAFE READY FOR
 NEW WORKS. NEW OPENINGS TO EXTERNAL
 FACADE TO BE TEMPORARY GATED OR
 FENCED UNTIL NEW DOOR INSTALLED.

-  CO-ORDINATE ALL DEMOLITION WORKS WITH
 NEW PROPOSED WORKS

-  CONTRACTOR TO BE AWARE OF HERITAGE
 NATURE OF EXISTING BUILDINGS DURING
 BUILDING WORKS. IF ANY DISCREPANCIES
 ARE DISCOVERED ON SITE THAT DIFFER
 FROM SCOPE OF WORK AS DOCUMENTED,
 CONTRACTOR TO NOTIFY ARCHITECT
 IMMEDIATELY FOR ADVICE PRIOR TO ANY
 WORKS COMMENCING.

FORM NEW DOOR
OPENING KEY IN
STONE REVEALS TO
CLOSE CAVITY

REMOVE EXISTING
CONCRETE FOR NEW
LANDING AT DOORWAY
CIRCULATION SPACE

MAKE GOOD TO SURFACES
WHERE EXTERNAL
SERVICES REMOVED
REFER TO SERVICES DWG

REMOVE WALL LEAF TO
CO-ORDINATE WITH
RECESSED HANDBASIN
LOCATION. REFER TO
INTERNAL ELEVATION DWG
FOR FULL CONTEXT
NEW LINTEL TO
STRUCTURAL DETAILS

1:50
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Floor Plan

Railway Terrace, Mount Gambier
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F-EX

F-EX
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9 9

99

PD1
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PD3

S-4
?

S-4
?

  02

HAND SANITISER
STATION BY COUNCIL

NEW BALUSTRADE
REFER TO WD216

NEW LANDING AT
DOORWAY CIRCULATION
SPACE. PERIMETER OF
NEW LANDING TO FOLLOW
EXISTING LEVELS

NEW STUD WALL
TO NEW ALCOVE.
REFER TO DETAIL
SD-6 FOR
CLARIFICATION

NEW CONCRETE
SLAB FLOOR AS
TO STRUCTURAL
DRAWINGS

NEW CONCRETE
SLAB FLOOR AS
TO STRUCTURAL
DRAWINGS

MENS BATHROOM WOMENS
BATHROOM

HAND
DRYER

HAND
DRYER

HAND
DRYER

SHARPS

SHARPS

SHARPS

BABY
CHANGING

STATION

HAND
BASIN

HAND
BASIN

AMBULANT/
ACCESSIBLE

AMBULANT/
ACCESSIBLE

F-
PC

1

F-
PC

1

C
J
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J

COL COL COL

WD1

WD2
OVER
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DB

9 9

9
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Ceiling Plan

Railway Terrace, Mount Gambier

UNDER SIDE OF
EXISITING ROOF
SHEETING - TYPICAL

LOWER CEILING TO CUBICAL
2900 AFL

DASHED LINE INDICATES
NEW SERVICES DUCT
REFER TO DETAIL D-1

EXISITING TIMBER
RAFTERS RETAINED
& EXPOSED (PAINTED)

NEW TIMBER
MATCHBOARD
LINING TRIMMED
BETWEEN EXISTING
TIMBER RAFTERS
(PAINTED)

EXISTING WINDOW
OPENINGS

LOWER CEILING
TO CUBICAL BELOW.
REFER TO SEPERATE
CEILING PLAN

EITHER REPOSITION
EXISTING CORNICE TO
NEW LOCATION OR SUPPLY
NEW TO MATCH EXISTING
MITRE CORNERS TO
MATCH EXISTING

DASHED LINE
INDICATES EXISTING
CEILING MOULDINGS

CEILING
VENT GRILL

C-PB1

ROOF SPACE PLAN

C-PB1

W-P2W-P2

W-P2W-P2
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C-TS1

R
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Railway Terrace, Mount Gambier

EXHAUST LOUVRES
TO MECHANICAL
DETAILS

NEW GLAZING
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NEW
BALUSTRADE

NEW
GLAZING

NEW DOOR
OPENING &
DOOR

NEW
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BRAILLE DISABILITY
TOILET SIGNAGE

D103 D102

North Elevation Repairs 1:100
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South Elevation Repairs 1:100
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Interior Elevations

Railway Terrace, Mount Gambier
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Interior Elevations 2

Railway Terrace, Mount Gambier
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Sections

Railway Terrace, Mount Gambier
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Plan Details

Railway Terrace, Mount Gambier

90 STUD

EXISTING
MASONARY WALL

9mm FLUSHABLE
FC BOARD
(BOTH SIDES)

10x6mm DEEP REBATE
SHADOW LINE TO
WALL JUNCTION
PAINTED BLACK
(BOTH SIDES)

18mm MDF/MR LAMINATED
(BOTH SIDES) BOARD
CONCEALED FIXINGS
TO STUD

90mm STUD
(TIMBER OR METAL)

EXISTING
WINDOW OPENING
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Plan Detail 3 1:5
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Section Details

Railway Terrace, Mount Gambier
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5x5 REBATE TO
DOOR PAINTED
BLACK

NEW
CONCRETE
SLAB

TILE
SCREED

WATERPROOF MEMBRANE
COVED UP BEHIND 100mm
SKIRTING TILE & CONTINUOUS
OVER FLOOR (LAPPED JOINTS)

00 FFL

SD-1 Section Detail 1 1:5

SD-2 Section Detail 2 1:5

SD-3 Section Detail 3 1:5

1:5
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Section Details 2

Railway Terrace, Mount Gambier

EQ
 

EQ

CEILING BEYOND

TRIM BATTEN TO
MATCH EXISTING
PAINT FINISH

2/22 THICK REBATE
FOR ANODISED
GLAZING CHANNEL
LET IN FLUSH
PAINT FINISH

GLAZING CHANNEL
SURFACE MOUNTED

MIN 25 GAP
TO RECESS
FRAMELESS
GLASS FIXING
CLAMPS

FIXED CLEAR
GLASS

8mm GAP
TO QUOIN

GLAZING CHANNEL
LET IN BY 8mm

THESHOLD
FLOOR TILE WITH
1:80 CROSS FALL

REBATE

GLAZING CHANNEL
SET IN FLUSH

FLOOR TILE40 PRECAST
CONCRETE PAVER

GLAZING
CHANNEL
SET IN
FLUSH

MIN 25mm
GAP TO
RECESS
FRAMELESS
GLASS FIXING
CLAMPS

NEW
GLAZING
CHANNEL

GLASS EDGE
POLISHED AT
CONTINUOUS
GAP

EXISTING
MASONRY
CORBELLING

EXISTING MASONRY
CORBELLING

8mm GAP

WATERPROOF
MEMBRANE

NEW
CONCRETE
SLAB

WD1A

WD1

OBSCURE
GLASS

WD2

CLEAR
GLASS

00 FFL
INTERNAL FLOOR

WD1

WD1AWD2

8mm GAP

TIMBER TRIM
BETWEEN
RAFTERS

WD2 APPROX 3790 FFL
C.O.S

SD-4 Glass Assembly Detail 1:10

1:10
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Section Details 3

Railway Terrace, Mount Gambier

25

25

12

CUT WALL TILE

FOLDED STAINLESS
STEEL TRIM.
CONTINUOUS LENGTH
& TO FOLLOW ANGLE
OF WALL, SILICON FIXED
TO EXISTING WALL

WALL TILE

EXISTING
MASONRY WALL

CALKING BEADED & WIPED
(TO MATCH TILE COLOUR)

CALKING BEADED & WIPED
(TO MATCH TILE COLOUR)

-75 FFL

EXISTING
MASONRY WALL

SKIRTING TILE

CONTINUOUS WATERPROOF
MEMBRANE COVED UP BEHIND
SKIRTING TILE
(LAPPED JOINTS MIN 900mm)

FLOOR TILE

NEW SUSPENDED
CONCRETE SLAB

TILE SCREED

FLEXIBLE ANTI MOULD
CALKING TO CORNER
JUNCTION TO MATCH
TILE COLOUR

BOND BREAKER

-75 FFL

00 FFL

870

1,000

64mm TIMBER STUD
WALL TO ALCOVE

WALL TILE

DASHED LINE OF
HAND BASIN

CUT WALL TILE

FOLDED STAINLESS
STEEL TRIM

WALL TILE

EXISTING
MASONRY WALL

FLOOR TILES

NEW CONCRETE
SLAB WITH
WATERPROOF
MEMBRANE &
TILE SCREED

SD-6

40 OVERHANG

2,000

2,200

NEW STEEL LINTEL
AS TO STRUCTURAL
ENGINEERS DRAWINGS

ROW OF
WALL TILE

100x40mm
HONED CONCRETE
TILED EDGE TO
SURROUND OF
ALCOVE OPENING

MIRROR ON
FC BACKING BOARD

SD-6 Stainless Steel Trim Details 1:2

Typical Wall Skirting & Floor Junction Detail 1:5SD-5 Reflected Ceiling Plan 1:10
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Door & Window Schedule

Railway Terrace, Mount Gambier

SD-4

WD2

SD-4

REFER TO WD215
FOR PHOTO

GLAZING DETAILS

WD1

WD1A

WD3

320 200

1,
10

0
20

0
10

0

ID D101 D102 D103 D104 D105 D106

W x H 930x2,100 920x2,700 1,000x2,100 950x2,100 950x2,100 920x2,100

COMMENTS
New Fabricated Door to
Airlock to Match Existing
Exteranl Door Paneling

Existing Heritage External
Door to Airlock

Existing New Fabricated
Access Bathroom Door

Male Bathroom Door
50x50mm Aluminium Frame
"Natural Anodised Finish" to
Viewing Panel. Glazing to be
Frosted Laminate

Female Bathroom Door
50x50mm Aluminium Frame
"Natural Anodised Finish" to
Viewing Panel. Glazing to be
Frosted Laminate

Male Cubical Door New Solid
Core Door With Aluminium
Frame

DOOR SCHEDULE

ELEVATION

ID

W x H
SILL HEIGHT
HEAD HEIGHT

COMMENT

WINDOW SCHEDULE

WD101 WD102

660x1,140 660x1,140
3,260 3,260
4,400 4,400

Upper Pivot Sash Removed and
Replaced with Insect Mesh.
Existing Glazing to have 3mm
Frosted Film Applied to Interior
Side of Pane

Upper Pivot Sash Removed and
Replaced with Insect Mesh.
Existing Glazing to have 3mm
Frosted Film Applied to Interior
Side of Pane

WD2 Window 2 1:50WD1 Window 1 1:50 WD3 Window 3 1:50

1:50
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Artwork Schedule

Railway Terrace, Mount Gambier

4,150

2,
40

0

160 950 EQ EQ 950 350

95

SKIRTING TILE
AS DETAILED

SKIRTING TILE
AS DETAILED

SKIRTING TILE
AS DETAILED

5x5mm REBATE
PAINTED BLACK

5x5mm REBATE
PAINTED BLACK

EXPRESSED JOINTEXPRESSED JOINT EXPRESSED JOINT

SPECIAL GRAPHICS
PRINTED ON LAMINATE
SURFACE

PLAIN LAMINATE TO
DOOR KICKER AS
DETAILED

PLAIN LAMINATE TO
DOOR KICKER AS
DETAILED

PD10PD10

1,150

2,
19

0

VIEWED FROM OUTSIDE

5

5
GRAPHIC LAMINATE
PANEL JOIN DETAIL

REBATE PAINTED
BLACK

Internal Airlock Partition Artwork 1:20External Glazing Artwork 1:20

PD10 Plan Detail 10 1:1

1:20
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Balustrade Detail

Railway Terrace, Mount Gambier

25
90

10x10 CHAMFER

POLYURETHANE
SPACERS ?x?x10

CHEMICAL ANCHOR

RECESSED HEAD &
NEATLY CAULK WITH

BLACK SIKAFLEX

DURABILITY CLASS
1HWD KERB RAIL

FINE SAWN FINISH

2,400

1,
00

0

1,850110

HWD KERB
RAIL

GALV PIPE CAST IN
300mm Ø TO MATCH
RAMP HANDRAIL

CONCRETE FINISH STEEL FLOAT
AFTER INITIAL CURE, WASH AND SCRIBE BACK
SURFACE TO PRODUCE A FINE SAND SLIP
RESISTANT SURFACE.
(MINIMAL AGGREGATE EXPOSURE)

ANGLE TO
MATCH RAMP
HANDRAIL

10
0

30
0

RADIUS TO MATCH
RAMP HANDRAIL

HWD Kerb Rail 1:5Balustrade Elevation 1:20 Balustrade Elevation 2 1:20


	201216 Mt Gambier Railway Station  - WD SET T AM 1
	Mt Gambier Railway Station 
	02 Bathroom Set
	WD201 Drawing Schedule
	WD202 Site Plan
	WD203 Demolition Plan
	WD204 Floor Plan
	WD205 Ceiling Plan
	WD206 Elevations
	WD207 Interior Elevations
	WD208 Interior Elevations 2
	WD209 Sections
	WD210 Plan Details
	WD211 Section Details
	WD212 Section Details 2
	WD213 Section Details 3
	WD214 Door & Window Schedule
	WD215 Artwork Schedule
	WD216 Balustrade Detail




